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A. SUBJECT: 

Replacement of the original AVE-WPSTR/G-20D MOD(1) Navigation / Position / Strobe LED 

Lights by the AVE-WPSTR/G-20D MOD(2). 

B. AFFECTED AIRPLANES: 

All S/N equipped with AVE-WPSTR/G-20D MOD(1) lights. 

C. REASON: 

The production of AVE-WPSTR/G-20D MOD(1) Navigation / Position / Strobe LED Lights was 

terminated by the manufacturer. AVE-WPSTR/G-20D MOD(2) are fully equivalent substitution. 

D. REQUIRED ACTION: 

1. Removal/installation procedure of AVE-WPSTR/G-20D MOD(2) lights is the same as  

for AVE-WPSTR/G-20D MOD(1) (AMM, Chapter 33, latest revision). For wiring information 

see AS-AWM-01-000, latest revision. 

Note: 

AVE-WPSTR-20D MOD(2) - red light must be installed on the left wing tip. 

AVE-WPSTG-20D MOD(2) - green light must be installed on the right wing tip. 

2. Update the POH and POH Supplement No. 001. 

3. Record the compliance with this bulletin into aircraft documentation. 

E. COMPLIANCE: 

When replacement of AVE-WPSTR/G-20D MOD(1) lights by the AVE-WPSTR/G-20D MOD(2) 

is required. 

F. WEIGHT AND BALANCE: 

Not affected. 

G. ACTION CARRIED OUT BY: 

Approved Maintenance Organization. 

H. COSTS COVERED BY: 

Costs covered by aircraft owner. 




