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This Supplement must be attached to the POH when the Simple Throttle Controller is installed
in accordance with the manufacturer's approved documentation.

Information in this Supplement completes or replaces information in the basic POH for the below mentioned
parts only. Limitations, procedures and information not mentioned in this Supplement
and included in the basic POH stay valid.

This Supplement completes information necessary for the aircraft operation with equipment installed

on the aircraft. This Supplement is a permanent part of this POH and must remain in this POH at all times
when the Simple Throttle Controller is installed.
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Chapter 1 GENERAL INFORMATION

No change.

Chapter 2 LIMITATIONS

No change.

Chapter 3 EMERGENCY PROCEDURES

No change.

Chapter 4 NORMAL PROCEDURES

No change.

Chapter 5 PERFORMANCE

No change.

Chapter 6 WEIGHT AND BALANCE AND EQUIPMENT LIST

No change.
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Chapter 7 DESCRIPTION OF AIRCRAFT AND SYSTEMS

7.14.1 Engine Controls

The throttle control labelled THROTTLE is a black knob installed in the center console (Fig. 7-1). It is configured so that
the throttle is opened in the forward position and closed in the full aft position. Throttle control is operated
by pushing the controller forward for increase (A) or pulling backwards for decrease (B) of engine speed.

Friction of the throttle control is adjusted by rotating the knob (C) on the bottom of the control handle clockwise
for increase and counter clockwise for decrease of friction. The throttle control is mechanically linked by steel cables
with the carburetors.

([ —

Fig. 7-1 Simple throttle controller

The choke control, labelled CHOKE is a grey round knob located in the center console. The mixture is enrichened
as the controller is pulled out. The richest mixture is set at the full aft position of the controller The CHOKE may be
used only on the ground and for cold engine start only.

Chapter 8 HANDLING AND SERVICING

No change.
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