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A. SUBJECT: 

Installation of RDST Garmin GNC 255A / GTR 225A with 8.33 kHz channel spacing. 

B. AFFECTED AIRPLANES: 

DY-337/2009 LSA; DY-347/2010 LSA; DY-363/2010 LSA; DY-377/2010 LSA; 

DY-387/2010 LSA; DY-390/2010 LSA; DY-391/2010 LSA; DY-395/2010 LSA; 

DY-442/2012 LSA; DY-448/2012 LSA; DY-449/2012 LSA; DY-460/2012 LSA; 

DY-461/2012 LSA; DY-463/2013 LSA; DY-470/2013 LSA;  

C. REASON: 

The Commission Implementation Regulation (EU) No 1079/2012 lays down requirements             

for the coordinated introduction of air-ground voice communications based on 8.33 kHz 

channel spacing below FL 195. 

Without prejudice to Article 2(5), from 1st January 2018 an operator shall not operate                     

an aircraft in airspace where carriage of radio is required unless the aircraft radio equipment 

has the 8,33 kHz channel spacing capability. 

D. REQUIRED ACTION: 

Replacing of RDST Garmin SL30 with Garmin GNC 255A or replacing of RDST Garmin 
SL40 with Garmin GTR 225A. 

Note: Refer also to the installation manuals for Garmin GNC 255A / GTR 225A, actual valid 
revision. 

1. Remove original RDST and rack (SL30 / SL40). 

2. Enlarge the hole in the instrument panel according to new installed RDST and rack             

(GNC 255A / GTR 225A). 

3. Attach the rack to the instrument panel and stiffen its attachment by struts. Install                   

the RDST Garmin GNC 255A / GTR 225A according to the drawing D39180001A. 

4. Check the position of RDST and other surrounding instruments. 

5. Install the wiring harnesses according to the wire diagrams: 

Garmin GNC 255A – drawings No.: D90108005A, D90118005A 

Garmin GTR 225A – drawings No.: D90108005B, D90118005B 

6. Perform ground and flight checks according to the installation manuals for Garmin                 

GNC 255A / GTR 225A. 

7. Inform the airplane manufacturer Aerospool spol. s r. o. (office@aerospool.sk) when                

the bulletin is accomplished. Based on data listed below the Aerospool spol. s r. o.              

will ensure up-date of Flight Conditions and EASA Form 18B. 

• Photo of instrument panel with new RDST 

• Up-dated pages of Pilot’s Operating Handbook (POH) and Airplane Maintenance 

Manual (AMM) 

• Ground and flight check records. 




